' A2L Cylinder
‘ Storage Options

Characteristic Shelf Storage Rack Storage Solid-pile
Shelf cannot Each level Pallets stacked
Storage design exceed 30" from designed to hold one upon
front to back pallet loads another
Construction
Steel shelves Steel rack NA

materials
Can exceed &' Can exceed &'

Limited by Limited by
sprinkler design sprinkler design
Extra Hazard Extra Hazard

Maximum 6’ to top

Storage height
= = of product

Ordi H d
Sprinkler system design S

Group 2 Group 1 Group 1
Separation from . . .
flammable liquids Required Required Required
Storage of other
fl bl
S Prohibited Prohibited Prohibited

combustible products
above A2L refrigerants
Storage of flammable
liquids adjacent to A2L

refrigerants

20’ separation 20’ separation 20’ separation
Storage of flammable

liquids with secondary 10' separation to 10’ separation to
containment adjacent containment area containment area

to A2L refrigerants

10’ separation
to containment
area

For information purposes only. Always check with local and state
building authorities regarding cylinder storage requirements.
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Contact Information:
Mary Koban,
mkoban@ahrinet.org

For information purposes only. Always check with local and
state building authorities regarding cylinder storage

requirements.
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A building protected with fire

sprinklers can include 1-hour fire-

resistance-rated walls to create 4 a v 7 ’

separate control areas. Each control

area can store up to 40,000 lbs. of

liquefied Group A2L refrigerants. See L =

\ International
Control Area Control Area Control Area Control Area
FIRE CODE 1 2 3 4
40,000 Ibs. 40,000 Ibs. 40,000 Ibs. 40,000 Ibs.
maximum maximum maximum maximum

1-hour fire barriers

------------------

For more information, visit www.nfpa.org and www.iccsafe.org.




